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RELATED APPLICATIONS 

The present application is related to concurrently filed, commonly assigned and 
copending U.S. Patent Application [Attorney Docket No. 056728-P002US-10005779], 
entitled "SYSTEM AND METHOD FOR SECURE AUTHENTICATION OF A 
SUBSCRIBER OF NETWORK SERVICES", the disclosure of which application is 
incorporated herein by reference. 



TECHNICAL FIELD 

This application relates to a transaction processing device and in particular to a system 
and method for secure transaction processing over a communications network using the 
transaction processing device, such as secure provisioning and configuration of the 
transaction processing device. 
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BACKGROUND 

Existing credit and debit card processing systems utilize a card processing terminal, 
which is connected to a processing network, such as a private network for credit and/or debit 
card processing. In the prior art, a merchant desiring to accept credit and/or debit card 
payment from customers, applies for a merchant account with a data processor or bank. 
5 Upon reviewing and accepting the application, the merchant is required to purchase a card 
processing terminal. The merchant can also use a terminal already in his/her possession. A 
representative of the data processor/bank visits the merchant's location and configures the 
terminal for use with the processing network. Alternatively, a representative of the data 
processor/bank can also provide instructions to the merchant in writing or over the phone on 
10 how to configure the terminal. Such configuration information includes the merchant's 

account number, telephone numbers to access the processing network, passwords, business 
information, and information as it appears on a customer's receipt. After configuring the 
terminal and testing the settings, a merchant has the ability to accept credit and/or debit cards 
from consumers. 

15 A consumer desiring to make payments for goods or services purchased at a retail 

location would typically present his/her credit or debit card to a representative of the 
merchant at the check out counter. The representative at the check out counter would swipe 
the card across a card reader which is typically attached to, or part of the processing terminal. 
Once the card is swiped, information associated with the transaction is transmitted via a 

20 private network maintained by private network operators, such as First Data Corp., to a server 
associated with the private network. The private network server in turn sends information 
associated with the transaction to a server associated with the bank issuing the card (the 
issuing bank), again through a private network maintained by the private network operator. 
The issuing bank then sends back authorization for charging the card to the server maintained 

25 by the private network operator, which in turn sends the authorization to the retail location. 

Upon receiving authorization from the issuing bank, a printer associated with the host 
computer which is typically separate from the card processing terminal would print a receipt 
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for the customer to sign. The merchant provides a copy of the signed receipt to the customer 
and keeps the original receipt for bookkeeping or other purposes. 

If a merchant wishes to add additional terminals to the same location or other location, 
then it is necessary for the merchant to obtain the required number of terminals and once 

5 again seek assistance from a representative of the data processor/bank as described above to 
configure the terminal. 

FIGURE 1 shows a schematic of a card processing terminal 10 of the prior art. Card 
processing terminal 10 includes a microcontroller with different components, such as a 
processor, random access memory, read only memory, I/O control unit, clock, etc. being part 

10 of the microcontroller 1 1 . Microcontroller 1 1 is connected to a communications device 12, 
such as a modem for communication with an external network, such as the above mentioned 
private network. The microcontroller is also connected to a card reader, such as a magnetic 
card reader or a magnetic ink character reader 13. A printer 14 is optionally connected to the 
microcontroller to print a receipt for the transaction once authorization is received from the 

15 issuing bank. Thus, in FIGURE 1, the aforementioned components are part of the same 
device or card processing terminal. The card processing terminal 10 described above is 
capable of conducting credit card transactions over a private network. However, it does not 
have any capability for performing secure transmissions over the private network. The 
capability for secure transmission in not necessary in the card processing terminal of 

20 FIGURE 1 because it is adapted to work over a private network. However, in order to 
provide secure communications using the card processing terminal 10 of FIGURE 1, the 
terminal 10 would have to be attached to an external computer capable of providing the 
desired secure communication over the private network. 

FIGURE 2 shows a schematic of another card processing terminal 20 of the prior art. 

25 Card processing terminal 20 is designed for use as a peripheral to a host computer system. 

Card processing terminal 20 includes a microcontroller with different components, such as a 
CPU, a random access memory, read only memory, I/O Control Unit, clock, etc. being part 
of the microcontroller 21 . Microcontroller 21 is connected to a card reader 23, such as a 
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magnetic card reader or a magnetic ink character reader. An operating system running on the 
card processing terminal 20 includes a communications protocol stack such as TCP/IP 24. 
Card processing terminal 20 further includes a communication port 22 for connecting the 
terminal to a local host computer. However, it does not include a communication device, 
5 such as an Ethernet card, a modem, or the like, that would enable it to connect directly with a 
private network. Moreover, the card processing terminal 20 is not intended for use as a 
standalone device. It interfaces with a local host computer through communication port 22. 

Because of the presence of the card reader 23, terminal 20 is capable of accepting 
information from cards by means of card swipes. Typically when a peripheral card 

10 processing terminal, like terminal 20 is used, the communication over the private network is 
performed by the local host computer, which takes transaction information from the 
peripheral and passes it through the private network to the private network servers. Thus, 
once the card processing terminal 20 accepts the card swipe, it transmits that information 
associated with a particular transaction to the local host computer, which then passes the 

1 5 information to a private network for authorization. 

The card processing terminal 20 along with the host computer described above is 
capable of conducting credit card transactions over a private network. However, terminal 20 
of FIGURE 2 does not include a printing device capable of printing receipts once a 
transaction is complete. Accordingly, a separate printer has to be attached to the local host 

20 computer to print the receipts upon receiving authorization from the issuing bank. 

A significant amount of effort is involved in provisioning and configuring the card 
processing terminals of FIGURES 1 and 2 so that they may be used for credit and/or debit 
card processing. Because of this complexity, a representative of the data processor/bank is 
required on site or over the telephone during the configuration process, thereby creating an 
25 expensive process the cost of which is generally borne by the merchant. 

It should be clear that the use of existing card processing terminals requires a 
merchant to make a large initial investment in the purchase of various services and equipment 
in addition to the card processing terminal, such as application fees, setup fees, 
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reprogramming fees, a receipt printer and/or a local host computer connected to the card 
processing terminal and/or a printer. Moreover, there are additional costs associated with 
leasing the communication lines from private network operators, such as First Data Corp. 
Leasing the equipment is also an option for merchants. However, leasing requires an on- 
5 going expense for the merchant in terms of the cost of the lease and adds to the overhead 

costs associated with operating a business. Furthermore, existing private network operators 
typically require multi-year contracts from merchants desiring to provide credit card 
processing facilities at their retail locations. Moreover, most card processing terminals 
currently in use that require a local host computer system for operation require some kind of 

10 custom software in order for them to be properly integrated with the host computer. 

Because of the costs associated with leasing and/or purchasing the various equipment 
needed for implementing a card processing system, and the costs associated with installing a 
card processing system, such systems are not being used by many small office/home office 
(SOHO) type businesses. However, because of the preference of many consumers for using 

15 credit cards and the inherent risks associated with carrying large amounts of cash, many 
consumers avoid patronizing businesses that do not accept credit cards. Thus, small 
businesses that do not provide credit card processing facilities lose a substantial amount of 
business to large businesses that provide such credit card processing facilities. 

Therefore, there is a need in the art for a system and method for secure transaction 

20 processing over a public or private network, such as secure provisioning and configuration of 
a transaction processing device, that can be used by both large businesses and SOHO type 
businesses. 
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SUMMARY OF THE INVENTION 
These and other objects, features and technical advantages are achieved by a system 
and method which enables secure transaction processing over a communications network. In 
the preferred embodiment, such a system includes a transaction processing device, configured 
as a standalone transaction processing terminal, capable of secure remote provisioning and/or 
5 configuration over a public network, for example, the Internet. 

In a preferred embodiment, the system for remote configuration of the transaction 
processing device comprises a transaction processing device for providing a network service; 
and a remote configuration server, wherein the configuration server is capable of 
communicating securely with the transaction processing device via a public communications 
1 0 network, wherein the transaction processing device is capable of communicating securely 

with the configuration server via the public network, and wherein the transaction processing 
device is capable of being remotely configured by the configuration server via the public 
communications network. 

The preferred embodiment method for remotely providing updated configuration 
1 5 information related to a subscriber account to one or more transaction processing devices 
from a remote server comprises the steps of allowing a subscriber to access a configuration 
web site of a provider of the subscriber account; allowing the subscriber to select at least one 
transaction processing device associated with the subscriber account to be provided with 
configuration information; receiving updated configuration information about the selected 
20 transaction processing device; receiving authorization to provide the updated configuration 

information to the selected transaction processing device; and remotely providing the updated 
configuration information to the selected transaction processing device. 

A preferred embodiment method for remotely configuring a transaction processing 
device comprises the steps of authenticating the transaction processing device by a 
25 configuration server; authenticating the configuration server to the transaction processing 
device, if the configuration server includes configuration data about the transaction 
processing device; providing the configuration data to the transaction processing device by 
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the configuration server; storing the provided configuration data by the transaction processing 
device; receiving by the configuration server an acknowledgment from the transaction 
processing device; and storing the received information including the configuration data by 
the configuration server. 
5 Therefore, it is a technical advantage of a preferred embodiment of the present 

invention to provide a transaction processing device capable of utilizing a public network for 
communicating with a remote server without compromising the transmitted information. 

It is another technical advantage of a preferred embodiment of the present invention to 
provide a multi-purpose standalone point-of-sale (POS) Internet enabled device capable of 
1 0 secure transaction processing over the Internet. 

It is another technical advantage of a preferred embodiment of the present invention to 
provide a system and method for remote secure communication and/or synchronization of 
configuration related information, requests and/or software modules of a transaction 
processing device. 

15 It is yet another technical advantage of a preferred embodiment of the present 

invention to provide a system and a method for a subscriber to update configuration 
information of one or more transaction processing devices, through a web based user 
interface that is hosted by a remote server, thereby eliminating the need to provide such 
configuration capability on the transaction processing device itself. 

20 It is yet another technical advantage of a preferred embodiment of the present 

invention to provide a system and method to securely add configuration information to or 
remove configuration information from a transaction processing device without physically 
modifying the transaction processing device. 

It is still another technical advantage of a preferred embodiment of the present 

25 invention to provide a multi-purpose standalone point-of-sale (POS) Internet enabled device 
capable of secure remote provisioning and/or configuration over the Internet. 

It is still another technical advantage of a preferred embodiment of the present 
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invention to provide a system and method for remote configuration of a transaction 
processing device without the help of a representative of the provider of the transaction 
processing device. 

The foregoing has outlined rather broadly the features and technical advantages of the 
5 present invention in order that the detailed description of the invention that follows may be 
better understood. Additional features and advantages of the invention will be described 
hereinafter which form the subject of the claims of the invention. It should be appreciated by 
those skilled in the art that the conception and specific embodiment disclosed may be readily 
utilized as a basis for modifying or designing other structures for carrying out the same 
10 purposes of the present invention. It should also be realized by those skilled in the art that 
such equivalent constructions do not depart from the spirit and scope of the invention as set 
forth in the appended claims. The novel features which are believed to be characteristic of 
the invention, both as to its organization and method of operation, together with further 
objects and advantages will be better understood from the following description when 
15 considered in connection with the accompanying figures. It is to be expressly understood, 
however, that each of the figures is provided for the purpose of illustration and description 
only and is not intended as a definition of the limits of the present invention. 
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BRIEF DESCRIPTION OF THE DRAWING 
For a more complete understanding of the present invention, and the advantages 

thereof, reference is now made to the following descriptions taken in conjunction with the 

accompanying drawing, in which: 

FIGURE 1 shows a schematic of a standalone card processing terminal of the prior 

art; 

FIGURE 2 shows a schematic of a peripheral card processing terminal of the prior art; 
FIGURE 3 shows an overview of a preferred embodiment network for remote 
configuration; 

FIGURE 4 shows a schematic of a transaction processing device of the preferred 
embodiment; 

FIGURE 5 shows a pictorial representation of a transaction processing device of the 
preferred embodiment; 

FIGURE 6 shows a schematic of a preferred embodiment configuration server; 

FIGURE 7A shows a schematic diagram of the preferred embodiment cryptographic 
services of the transaction processing device; 

FIGURE 7B shows a schematic diagram of the preferred embodiment cryptographic 
services of the configuration server; 

FIGURE 8 shows a preferred embodiment flowchart for updating configuration 
information about the transaction processing device; and 

FIGURE 9 shows a preferred embodiment flowchart for configuring the transaction 
processing device of the preferred embodiment. 
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DETAILED DESCRIPTION 
FIGURE 3 shows an overview of a preferred embodiment network 300 for remote 
configuration. Network 300 comprises a transaction processing device 301, such as for 
example a standalone Internet enabled device as discussed in more detail below with 
reference to FIGURES 4 and 5. Transaction processing device 301 communicates with one 
5 or more servers 303 x through 303 N via a communications network 302. In the preferred 

embodiment, one or more of servers 303! through 303 N is a configuration server, as discussed 
in detail below with reference to FIGURE 6. In the preferred embodiment, the 
communications network 302 is a public network, such as the Internet. In alternative 
embodiments, the communications network may be a private network. 
I o The process of applying for and activating a subscriber account to provide a network 

service, for example a payment processing service, by a subscriber, such as a merchant 
desiring to provide a network service, such as for example credit/debit card processing 
services, has been discussed in detail in the above referenced U.S. Patent Application entitled 
"SYSTEM AND METHOD FOR SECURE AUTHENTICATION OF A SUBSCRIBER OF 
1 5 NETWORK SERVICES", the disclosure of which is incorporated herein by reference. 

FIGURE 4 shows a schematic of a standalone Internet enabled transaction processing 
device 40 of the preferred embodiment. The transaction processing device of the preferred 
embodiment can be configured for performing various tasks as described in more detail later. 
Transaction processing device 40 includes a microcontroller 41 with different components, 
20 such as a processor, random access memory, read only memory, I/O control unit, clock etc., 
being part of the microcontroller 41 . Although, in the preferred embodiment, the various 
components are part of the microcontroller, in alternative embodiments, some of these 
components may be external to the microcontroller. 

The transaction processing device 40 preferably also includes a hardware 
25 implementation of a communications protocol stack, such as a TCP/IP stack 44 for 

facilitating communication over communications network 302. Although, in the preferred 
embodiment the TCP/IP stack 44 is implemented in hardware, in an alternative embodiment, 
it may be implemented in software and be part of an operating system running on the 

841586.1 



056728-P001US-10001505 



11 



PATENT 



transaction processing device 40. However, a software implementation of TCP/IP is very 
memory intensive and requires a substantial amount of memory to execute and therefore is 
generally not preferable in an implementation optimized for low cost. Microcontroller 41 is 
preferably coupled to a communications device 43, such as a modem, an Ethernet card, 
and/or the like, for communication via an external network, such as a public network and/or a 
private network. 

The preferred embodiment transaction processing device 40 preferably also includes a 
hardware implementation of cryptographic services 701, such as RSA, elliptic curve, DES, 
Triple DES, MD5, SHA1 and/or the like coupled to the microcontroller 41 . Although in the 
preferred embodiment the cryptographic services are implemented in hardware, in an 
alternative embodiment, cryptographic or encryption services may be implemented in 
software and be part of the operating system running on transaction processing device 40. 
However, a software implementation of cryptographic services may be very computation 
intensive and may require a substantial amount of memory and/or power to execute, and 
therefore is generally not preferable in an implementation optimized for low cost and/or low 
power. The presence of the cryptographic services 701 on device 40 allows secure 
communication of information over a public network, such as the Internet, and/or a private 
network. Thus, the transaction processing device 40 does not require a separate host 
computer for providing secure communication over a public network, such as the internet. 

Microcontroller 41 is also preferably coupled to an input device 46. The input device 
46 may be a card reader 46, such as a magnetic card reader, a magnetic ink character reader, a 
smart card reader and/or the like. The card reader 46 is capable of reading information from a 
card, such as a credit card, a debit card, a calling card, a driver's license, a smart card or the 
like and providing at least part of the information read from the card to microcontroller 41 . If 
desired, the card reader may decode the information before providing the information to 
microcontroller 41 . In alternative embodiments, the input device may read information from 
other devices, such as refrigerators, entertainment systems, heating and cooling systems, 
and/or the like. Thus, if desired, the transaction processing device could read information 
from these devices and provide the information to a server, which could then contact another 
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device, such as a web enabled wireless device, for example, an Internet enabled wireless 
phone, and provide the information from the transaction processing device to the wireless 
phone. The user of the web enabled wireless phone could then instruct the transaction 
processing device, preferably through the web server, to perform certain tasks, such as set the 
temperature to a desired degree. The microcontroller on the transaction processing device 
could then instruct the heating or cooling system to set the temperature to the desired degree. 

A printer 42 is also optionally coupled to the microcontroller and is part of the 
transaction processing device 40. Printer 42 may be used to print a receipt for a transaction, 
such as a receipt for payment of goods and/or services, or it may be used to print other 
information such as information relating to the business of the provider of goods and/or 
services, information relating to the consumer, reports on configuration information 
downloaded, or other information. In an alternative embodiment, the transaction processing 
device 40 includes a printer driver connected to the microcontroller 41 in addition to or in 
place of the printer. The printer driver is capable of driving an external printer under control 
of microcontroller 41. 

The transaction processing device 40 of the preferred embodiment is capable of 
communicating over a public network and/or a private network. For this purpose, device 40 
preferably includes a user-controlled switch (not shown) that controls whether device 40 
communicates with a private network or with a public network. In an alternative 
embodiment, software can be used to select whether device 40 communicates with a private 
network or with a public network. Moreover, in other embodiments, the determination of 
whether a public network or a private network is used for a particular communication may be 
based on the information read from a card. Thus, device 40 of the preferred embodiment can 
be used for providing secure communication over a private network and thus can utilize 
private networks already in existence. It can also be used for providing secure 
communication over a public network and thus can utilize a public network such as the 
Internet for secure communication with a remote server. 

The transaction processing device also preferably includes a PRAM (persistent 
RAM). The PRAM may be used for storing information, such as for example, date, time, 
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cryptographic keys, certificates and/or the like. Thus, the PRAM may be used for continuity 
of information between power ups and the persistent storage of cryptographic keys and 
certificates. 

The preferred embodiment transaction processing device 40 of FIGURE 4 preferably 
includes the above mentioned components all in the same housing and can be used for secure 
communication over a public network, such as the Internet without the need to interface with 
a local host computer. Moreover, if desired, a provider of goods and services may use the 
transaction processing device 40 of the preferred embodiment as a point-of-sale terminal 
without requiring a local host computer to provide cryptographic services. This is especially 
useful for small office/home office (SOHO) type businesses who cannot afford to provide 
card services, such as credit card services, debit card services, and/or the like as they are 
currently implemented. 

The transaction processing device 40 of FIGURE 4 may be used by these SOHO type 
businesses because device 40 does not need to connect to a private network, which is 
controlled by private network operators like First Data Corp., but can instead communicate 
securely over a public network, such as the Internet, which is more accessible and cheaper to 
use. Thus, the SOHO type businesses do not need to sign multi-year contracts which data 
processor, banks and/or private network operators typically require for accessing the 
authorization networks and/or for purchasing or leasing the equipment. Moreover, the 
transaction processing device 40 of FIGURE 4 need not be manually provisioned or 
configured with the help of a representative of the data processor/bank thereby reducing the 
cost of installing the transaction processing device. 

Because the aforementioned components are included in the same device, the 
transaction processing device is portable and can be easily carried. For example, there are 
many businesses whose place of providing goods and/or services to consumers is not fixed, 
such as businesses who attend trade shows, door-to-door salespeople, businesses providing 
transportation services, or the like. These businesses may advantageously utilize the 
preferred embodiment transaction processing device. The transaction processing device of 
the preferred embodiment is also capable of connecting to the Internet via wireless means. 

841586.1 



056728-P001US-10001505 



14 



PATENT 



Thus, these businesses can also conduct secure transaction over the Internet by wireless 
means. For example, the driver of a cab wishing to process credit cards presented by 
passengers can quickly set up a device without requiring assistance from a sales person or 
technical representative of the data processor/bank. The driver can then accept credit card 
payment by connecting the transaction processing device of the preferred embodiment to a 
power supply, and connecting to the Internet by wireless means. In the alternative, additional 
memory may be included in the transaction processing device, to store transaction 
information which may be batch processed at periodic intervals. 

The transaction processing device 40 of the preferred embodiment also includes non- 
volatile storage 49 connected to microcontroller 41 . The non-volatile storage 49 is capable of 
storing data, such as information about different transactions, a plurality of software modules 
or other information. Thus, a particular provider of goods and/or services may store a 
plurality of transactions on this non-volatile storage and batch process the stored transactions 
at periodic intervals, thereby eliminating the need to authorize transactions on a per 
transaction basis. 

Peripheral connectors 47 may also be connected to microcontroller 41. The peripheral 
connectors are generally use for connecting the terminal to a printer or separate pin pad. The 
peripheral connectors could also be utilized to connect various devices to the microcontroller. 
For example, a peripheral device, such as an audio player, a video player, or the like, could be 
interfaced with the transaction processing device using the peripheral connectors. Such a 
device may then connect to the Internet using the transaction processing device of the present 
invention for various purposes. For example, information, such as music and/or movies 
could be downloaded from the Internet and played over the audio and/or video player. The 
peripheral device itself may include a microcontroller with a unique identifier. This unique 
identifier may be used to identify the peripheral device and associate the particular peripheral 
device and/or the transaction processing device to an account on a server, such as a web 
server. The transaction processing device may alternatively or in addition to the peripheral 
device, include its own unique identifier which may be utilized to authenticate the transaction 
processing device and/or associate the transaction processing device with an account on a 
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server, such as a web server. 

Other components 48 may also be connected to microcontroller 41. Such other 
components include a speaker, interfaces to external sensors, such as burglar alarms or 
temperature sensors, a transmitter and/or a receiver. The transmitter may be an infrared or 
radio frequency transmitter for transferring signals to other devices capable of receiving 
infrared or radio frequency signals. The receiver may be an infrared or radio frequency 
receiver for receiving signals from other devices capable of transmitting infrared or radio 
frequency signals. This capability allows for the creation of a wireless local network, which 
can be utilized for sharing a single communications path to the configuration server between 
multiple devices.. 

FIGURE 5 shows a pictorial representation of a transaction processing device 50 of 
the preferred embodiment. As shown in FIGURE 5, transaction processing device 50 
includes a display screen 51, keypad 52 and card reader 53. The display screen may be an 
LCD (liquid crystal display), VFD (vacuum fluorescent display), a LCD and touch screen 
combination, or the like. Display 51 may be used for various purposes, such as prompting a 
user, displaying business specific information such as a logo, displaying the progress of a 
transaction, displaying advertisements, news, stock quotes, movie schedules, flight 
information, weather information or other information. This is specially useful when a 
consumer is waiting at the check out counter of a retail location while the clerk is scanning 
the customer's purchased goods. 

Display 51 may be used during configuration of the terminal to prompt the merchant 
to input information such as identifying tokens, passwords, response to challenge questions, 
and/or to display the progress of the configuration transaction. 

The displayed information may be personalized. For example, if the customer has an 
infrared signal transmitting device associated with the person of the customer, such as a 
device attached to or part of the customer's watch, the customer's clothes, etc., the transaction 
processing device may receive the infrared signal from the transmitter by utilizing the 
infrared signal receiver associated with the device and provide personalized information to 
the customer on the display. In alternative embodiments, information from the card may be 
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used to provide personalized information to the customer. For example, when a card is 
swiped the transaction processing device knows the identity of the card owner and also other 
information, such as the card owner's buying habits, and thus provide personalized 
information to the customer. 

The information displayed on the display screen may be interactive. For example, by 
using keypad 52 or the display screen, the user can respond to specific queries in order to 
complete other transactions not associated with the particular merchant whose retail outlet the 
consumer is located in. Thus, a consumer can purchase movie tickets, airline tickets, buy or 
sell stocks, participate in Internet auctions or other sales promotion while waiting at the check 
out counter. 

FIGURE 6 shows a schematic of a preferred embodiment configuration server 600. In 
the preferred embodiment, configuration server 600 comprises of a configuration module 
601, an administrative module 630, a web services module 623, and a certificate manager 
618. If desired, in alternative embodiments, the administrative module, the web services 
module and the certificate manager may be separate from the configuration server. In the 
preferred embodiment, the configuration module 601, the administrative module 630, the web 
services module 623, and the certificate manager 618 communicate with each other securely 
via communications channels 617. 

In the preferred embodiment, the configuration module 601 comprises an operating 
system 606 and a physical communications layer 610. In the preferred embodiment, the 
operating system 606 includes a user interface 602, one or more software and/or business 
logic modules 603, an access control module 604, a cryptography services module 802, a 
database services module 608, and a security services module 609. In the preferred 
embodiment, the operating system 606 also includes a communications protocol stack 605, 
such as a TCP/IP stack for facilitating communication with one or more transaction 
processing devices over a communications network, such as an external communications 
network. In the preferred embodiment, communications layer 610 includes an internal 
interface 61 1 for communications with an internal network of computers and an external 
interface 612 for communications with an external network, such as an external private or 
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public network, for example, the Internet. 

In the preferred embodiment, the administrative module 630 includes one or more 
replication and redundancy servers 613, one or more mail servers 614, one or more message 
servers 615, and/or one or more web servers 616. 

In the preferred embodiment, the web services module 623 comprises of one or more 
web servers 624. In the preferred embodiment web server 624 comprises of a user 
authentication module 625, a web page storage and request handler module 626, and a 
database services module 627 and a secure communication module 628. 

In the preferred embodiment certificate manager 618 comprises of a certificate lookup 
module 619, certificate issuance module 620, certificate revocation module 621, and a 
certificate database storage module 622. 

In the preferred embodiment, the transaction processing device includes a 
cryptographic key pair. A request for certificate issuance is received by the certificate 
manager 618 from the transaction processing device preferably over the secure 
communication channel 617. Certification manager 618 issues a certificate and transmits it 
back to the transaction processing device. In the preferred embodiment, the issued certificate 
is also stored in the certificate manager database storage module 622. Additionally or in the 
alternative, the certificate may also be stored in the cryptographic services module 802. 

When a merchant is ready to configure the device, a configuration request is 
transmitted to configuration server 600. In the preferred embodiment, the configuration 
module 601 retrieves the certificate about the device from the certificate manager 618. In the 
preferred embodiment, the security services module 609 extracts the public key from the 
aforementioned certificate and preferably utilizes the cryptography services module 802 to 
authenticate the device and the configuration request. Upon successful authentication, the 
business rules in software module 603 are utilized to determine if configuration information 
about the particular device is available in the database services module 608. Upon successful 
retrieval of configuration information about the device, software module 603 utilizes the 
cryptography services module 802 to sign a hash of the retrieved configuration data with the 
private key of the configuration server module 601. Additionally, or in the alternative, the 
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configuration data may be encrypted with the previously extracted public key of the 
transaction processing device. In the preferred embodiment, the signed and/or encrypted data 
is stored in the database services module 608 and transmitted back to the device via external 
interface 612. 

In the preferred embodiment, the replication and redundancy servers 613 are utilized 
to provide mirror images of the configuration server module to manage unexpectedly high 
demand. Mail servers 614, message servers 615, and web servers 616 are preferably utilized 
for various internal and external tasks, such as for example the creation of mail messages, for 
example to apprise users and support personnel of problems, to interface with external trusted 
systems, to provide various reports, for example usage and/or availability reports, and/or 
other tasks. 

In the preferred embodiment, web services module 623 utilizes one or more web 
servers 624 to provide a merchant with a full-featured user interface in the form of web pages 
that are accessible through most standard web browser software. Utilizing the user 
authentication services module 625, the server authenticates users who wish to access the web 
pages preferably by verifying a user name and password supplied by the user. 

FIGURE 7 A shows a schematic diagram of the preferred embodiment cryptographic 
services 701 of the transaction processing device. Cryptographic services 701 facilitate 
secure provisioning and configuration of the transaction processing device. The physical 
security 703 of the device provides physical protection against compromising the system, for 
example, to prevent a malicious individual from physically extracting sensitive information 
by applying electrical probes directly on the device. Each transaction processing device has 
an ID, which is preferably generated during manufacturing the device. The ID 705 is 
preferably stored in the cryptographic services 701. The ID 705 of the device is preferably 
sufficiently unique so as to reasonably eliminate the possibility of manufacturing more than 
one terminal 701 with the same ID. In the preferred embodiment, the terminal's unique ID 
705 cannot be altered or changed after it has been created. Also, in the preferred embodiment 
the key pair 706 associated with each device is internally generated in the terminal in order to 
ensure that it has not been altered or compromised during the manufacturing process. As 
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discussed above, the certificate 707 of the device is received from certificate manager 618 of 
FIGURE 6. The configuration server also has a certificate 708 associated with it. In the 
preferred embodiment, server certificate 708 is generated during the server setup process by 
transmitting a request, preferably securely to certificate manager 618 of FIGURE 6. The 
server certificate is preferably stored in database 622 of certificate manager 618. During the 
manufacture of the device the server certificate 708 is retrieved from certificate manager 618 
and stored in the device. In the preferred embodiment, replacement certificates are 
periodically provided to the server. In the preferred embodiment of the present invention, 
cryptographic services 701 also includes one or more cryptographic algorithms 710, such as 
RSA, DES, triple DES, elliptic curve and/or the like, one or more hashing algorithms 712, 
such as SHA1, MD5 and/or the like. If desired, these cryptographic algorithms and/or 
hashing algorithms could be implemented in hardware. Moreover, a cryptographic 
accelerator 711, such as a large modulus and exponentiation computation hardware, could be 
utilized to improve the overall performance of the cryptographic services. 

FIGURE 7B shows a schematic diagram of the preferred embodiment cryptographic 
services 702 of the configuration server. Cryptographic services 702 facilitate secure 
provisioning and configuration of the transaction processing device. The physical security 
702 of the server provides physical protection against compromising the system, for example, 
by malicious third parties who might want to alter information in the associated databases or 
extract the various sensitive key sets utilized in the system. Physical security may also be 
provided by physically securing the location of the server. Each server has an ID associated 
with it. The ID 713 is preferably stored in the cryptographic services 702. The ID 713 of the 
server is preferably unique. In the preferred embodiment, the server's unique ID 713 cannot 
be altered or changed after it has been created. Also, in the preferred embodiment a key pair 
714 associated with each server is internally generated in the server in order to ensure that it 
has not been altered or compromised during the manufacturing process. The cryptographic 
services 702 of the configuration server also has a copy 715 of the server certificate 708. In 
the preferred embodiment of the present invention, cryptographic services 702 also includes 
one or more cryptographic algorithms 717, such as RSA, DES, triple DES, elliptic curve 
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and/or the like, one or more hashing algorithms 719, such as SHA1, MD5, and/or the like. If 
desired, these cryptographic algorithms and/or hashing algorithms could be implemented in 
hardware. Moreover, a cryptographic accelerator 718, such as a large modulus and 
exponentiation computation hardware, could be utilized to improve the overall performance 
of the cryptographic services. The cryptographic services 702 also include a terminal 
certificate database 720, which is capable of storing certificates associated with terminals. 
Moreover, cryptographic services 702 also preferably includes a merchant and user certificate 
database 721 which may be used to store merchant certificates, if desired. Merchant 
certificates and user certificates may be utilized in place of or in addition to user names and 
passwords for access control to add an additional layer of security. Such certificates may be 
issued for example by certificate manager 618 of FIGURE 6 or may be issued by trusted third 
party organizations, such as banks, government agencies, certifying authorities and/or the 
like. 

The cryptographic services 701 and 702 described above with reference to FIGURES 
7A and 7B allow the transaction processing device and the configuration server to 
authenticate each other if desired and also allow the protection of data that is transmitted 
between the transaction processing device and the configuration server. 

FIGURE 8 shows a preferred embodiment flowchart 800 for updating configuration 
information about the transaction processing device, such as a standalone Internet enabled 
device. If the subscriber, such as the merchant, wishes to update configuration information of 
the device, such as by changing the settings of the terminal, adding software modules to the 
terminal, removing software modules from the terminal, replacing software modules on the 
terminal, and/or the like, the subscriber may access a web site hosted by the subscriber 
account provider (step 801). In step 802 the subscriber logs onto the web site preferably 
utilizing a username and password, preferably provided to the subscriber by the subscriber 
account provider. In step 803, the server authenticates the subscriber, preferably by verifying 
the username and password of the subscriber. In the preferred embodiment, once the server 
authenticates the subscriber the server preferably presents the subscriber with a list of 
terminals associated with the particular username. In step 804, the subscriber selects one or 
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more terminals whose configuration information is to be updated. In step 805 the subscriber 
is presented with the stored configuration information about the selected terminals. In step 
806 configuration information about one or more of the selected terminals is modified. The 
configuration information may be modified either directly or indirectly. The configuration 
information may be modified indirectly by the subscriber selecting different services or 
software modules. Additionally or in the alternative, configuration information may be 
modified directly by the subscriber, for example, by adding additional information or by 
changing the subscriber's logo, business name, terminal identifying monikers, address, 
telephone number, URL, fax number, email address, and/or the like. 

In step 807, the subscriber selects and verifies the intended recipient terminals, i.e. the 
terminals to be updated with the new configuration information. The advantage of this step is 
that it reduces the risk of inadvertent changes from occurring. It also allows for an easy to 
implement transactional architecture. In alternative embodiments, the step of selecting and/or 
verifying may be eliminated, if desired. In step 808, the subscriber authorizes the changes to 
occur at the next available opportunity or at a predetermined time. 

In the preferred embodiment, in step 809, the configuration server initiates 
communication with one or more of the selected terminals. In alternative embodiments, in 
step 809, one or more of the selected terminals may initiate contact with the configuration 
server. In step 810, in the preferred embodiment, both the server and terminal authenticate 
each other. However, in alternative embodiments, only one of them may authenticate the 
other. In step 811 the terminal and/or configuration server execute configuration protocol as 
described below with reference to steps 908 through 918 of FIGURE 9. 

FIGURE 9 shows a preferred embodiment flowchart 900 for configuring the 
transaction processing device of the preferred embodiment. In step 901, the subscriber, for 
example the merchant, supplies power to the transaction processing device, such as the above 
mentioned Internet enabled terminal. Also, if desired, any other cables, such as phone lines, 
printer cable, and/or the like, are plugged in. In step 902, the terminal prompts the user to 
enter an identifying token. In the preferred embodiment, the identifying token may be a 
token previously provided to the subscriber by the subscriber account provider. In alternative 
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embodiments, the identifying token may be a token previously provided to the subscriber by a 
third party, i.e. any party other than the subscriber account provider. In yet other 
embodiment, the identifying token may be a combination of tokens provided to the subscriber 
by both the subscriber account provider and a third party other than the subscriber account 
provider. In step 903, the subscriber inputs the identifying token onto the terminal. In step 
904, the terminal initiates connection with a communications network, which may be a 
private network or a public network. 

In the preferred embodiment, in step 905 the terminal authenticates itself to the 
configuration server, for example, by signing some data with the private key of the terminal's 
key pair. This signature is verified by the configuration server by using the public key of the 
terminal's key pair and comparing the signed data to ensure that it was signed by the 
corresponding private key which is only known to the terminal. In step 906 the terminal 
preferably encrypts the identifying token, and transmits the encrypted token to the 
configuration server. Upon receiving the encrypted token, the configuration server validates 
the terminal and identifying token and checks if configuration data about the particular 
terminal is available (step 908). If configuration data intended for the terminal is available, 
then in step 909, the server authenticates itself to the terminal, for example, by signing data 
with the private key of server's key pair. This signature is verified by the terminal by using 
the public key of the server's key pair and comparing the signed data to ensure that it was 
signed by the corresponding private key which is only known to the server. In step 910, the 
server signs and/or encrypts at least a portion of the configuration information, and transmits 
the encrypted and/or signed data to the terminal (step 91 1). 

In step 912, the terminal verifies that it is the intended recipient of the data received 
from the configuration server. In step 913, the terminal verifies that the signed data was in 
fact signed by the configuration server. Also, if desired, in step 913, the terminal verifies any 
time-stamps or sequence numbers that may be associated with the configuration data received 
from the server to guard against replay attacks. In step 915, the terminal updates the settings 
of the terminals with new settings. Additionally, or in the alternative, the terminal may 
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update any software modules with new software modules. For example, a software module 
designed to provide time and attendance tracking capability in addition to transactions 
processing capability may be received by the terminal which can then provide this new 
feature to its users. In step 916, the terminal transmits an acknowledgment to the 
5 configuration server. If desired, the acknowledgment from the terminal may be signed by the 
terminal. 

Upon receiving the acknowledgment in step 917, the server verifies that the received 
acknowledgment has been transmitted from the particular terminal to which the configuration 
information was previously transmitted by the configuration server. The acknowledgment 
1 0 may also include additional configuration changes that may have been made by the subscriber 
on the terminal itself. It is desirable to record these additional configuration changes, if any, 
on the configuration server so that the configuration server may have the most updated 
configuration information. Thus, in step 918, preferably the configuration server stores the 
last known configuration information in a database associated with the server. The step of 
1 5 verifying that the received information has actually been transmitted from the particular 

terminal to which the configuration information was previously transmitted provides a layer 
of security against malicious individuals. If desired, in step 919, the server may enable the 
terminal for use. For example, if the terminal has not yet been enabled, i.e. this is the first 
time that the terminal is being set-up, in this step the server may enable the terminal for use. 
20 Thus, the connectivity and secure communications of the transaction processing 

device enables the use of a public network, such as the Internet, means for securely 
distributing, setting up and/or configuring the system. For example, based on the entered 
information about the provider of goods or services, for example a merchant, the 
configuration server may configure the transaction processing device. The cryptographic 
25 capabilities of the device allow mutual authentication between the device and a remote server, 
such as the configuration server, as well as a capability to encrypt sensitive data for 
transmission. Moreover, if desired, information from the remote server may be provided to a 
plurality of such transaction processing devices as a group or individually. For example, the 
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remote server can be used to change configuration information about the device, provide 
operating instructions, and/or the like. Thus, each device and/or its associated provider of 
goods and/or service does not have to be contacted individually. 

The system and method for secure provisioning and/or configuration of the 
transaction processing device as described in this application may be used in a variety of 
applications, such as financial services, marketing services etc. For example, the device may 
be used for standard retail financial services, such as credit card processing, check processing, 
check verification, debit card processing, and private label card processing. It can also be 
used for other services that significantly benefit by the use of a secure public network. Such 
services include but are not limited to Internet gift certificates, point of purchase marketing, 
payroll processing, payroll management, electronically-captured receipts, electronically- 
captured receipt lookup, online reports and management, credit and lending services, business 
news and information, and other services that are not currently possible on card authorization 
devices. For example, a provider of goods or services may enter his driver's license number 
on the transaction processing device by entering the information on the keypad or by 
scanning his driver's license, or any other means. This information may be encrypted by the 
device and communicated to the remote server to uniquely identify the provider of goods or 
services. The provider could then request various services from the remote server. For 
example, the provider of goods or services could request information about an electronically 
captured receipt to settle disputes with a customer. 

The preferred embodiment system and method for secure provisioning and/or 
configuration of a standalone transaction processing device readily accessible on a public 
network, can be advantageous to both large businesses and SOHO type businesses. Even 
though currently large businesses provide credit and/or debit card processing facilities to the 
consumers, they are limited to only these specific types of services. Existing transaction 
processing terminals are not capable of providing added services described above. Moreover, 
they do not provide secure communication over a public network. Thus, by utilizing the 
present invention, these large businesses can provide added services to the consumers. 
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On the other hand, small businesses that do not currently provide credit and/or debit 
card processing facilities to their customers can provide such services at a nominal cost. The 
standalone device of the present invention can be provided to small businesses that can 
communicate over a public network to remote servers. These devices are able to perform 
secure communication in a very cost-effective manner as the device is completely integrated 
and includes substantially all of the components in a single device that does not need an 
external host computer for its operation. 

The presence of a communications device, such as a modem, allows the device to 
connect a public network and use cryptographic and TCP/IP capabilities to perform secure 
communications of transaction data, such as configuration data, as well as other data over the 
public network. The device also provides the capabilities of communicating with the private 
networks for card authorization. A number of new services can be offered to the user because 
of the ability to transfer information securely over a public network. By integrating TCP/IP 
cryptographic capabilities and a communications device into a single transaction processing 
device, a significant cost advantage is obtained as external devices are not needed for 
communicating over a public network, such as the Internet. Moreover, a local host is not 
needed to act as a secure gateway or for performing the transactions. Secure communications 
can be completed without requiring a large transaction processing infrastructure such as those 
currently being used. 

Although the present invention and its advantages have been described in detail, it 
should be understood that various changes, substitutions and alterations can be made herein 
without departing from the spirit and scope of the invention as defined by the appended 
claims. Moreover, the scope of the present application is not intended to be limited to the 
particular embodiments of the process, machine, manufacture, composition of matter, means, 
methods and steps described in the specification. As one of ordinary skill in the art will 
readily appreciate from the disclosure of the present invention, processes, machines, 
manufacture, compositions of matter, means, methods, or steps, presently existing or later to 
be developed that perform substantially the same function or achieve substantially the same 
result as the corresponding embodiments described herein may be utilized according to the 
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present invention. Accordingly, the appended claims are intended to include within their 
scope such processes, machines, manufacture, compositions of matter, means, methods, or 
steps. 
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WHAT IS CLAIMED IS: 

1 . A system for remote configuration of a transaction processing device, 
comprising: 

a transaction processing device for providing a network service; and 
a remote configuration server, wherein said configuration server is capable of 
communicating securely with said transaction processing device via a public communications 
network, wherein said transaction processing device is capable of communicating securely 
with said configuration server via said public network, and wherein said transaction 
processing device is capable of being remotely configured by said configuration server via 
said public communications network. 

2. The system of claim 1 , wherein said transaction processing device comprises: 
a first cryptographic services module for providing secure communication of 

information from said transaction processing device to said configuration server via said 
public communications network. 

3 . The system of claim 2, wherein said remote configuration server comprises: 
a second cryptographic services module for providing secure communication of 

information from said configuration server to said transaction processing device via said 
public network. 

4. The system of claim 3, wherein said transaction processing device further 
comprises: 

a first communications protocol stack to facilitate communication over said 
communications network. 

5. The system of claim 1, wherein said transaction processing device 
communicates securely over said public network without utilizing a host processor based 
system that is external to said device. 
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6. The system of claim 4, wherein said communications protocol stack is a 
TCP/IP stack. 

7. The system of claim 4, wherein said configuration server comprises: 

a configuration module, wherein said second cryptographic services module is part of 
said configuration module. 

8. The system of claim 4, wherein said configuration server comprises: 

a second communications protocol stack to facilitate communication with said 
transaction processing device over said communications network. 

9. The system of claim 8, further comprising: 

a certificate manager communicatively connected to said transaction processing 
device, wherein said certificate manager issues a terminal certificate to said transaction 
processing device. 

10. The system of claim 9, wherein said certificate manager issues a server 
certificate to said configuration server. 

1 1 . The system of claim 9, wherein said terminal certificate is stored in said first 
cryptographic services module. 

12. The system of claim 10, wherein said server certificate is stored in said second 
cryptographic services module. 

13. The system of claim 11, wherein said terminal certificate is stored in said 
second cryptographic services module. 
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14. The system of claim 12, wherein said server certificate is stored in said first 
cryptographic services module. 

15. The system of claim 11, wherein said first cryptographic services module 
further comprises at least one cryptographic algorithm for encrypting information transmitted 
from said transaction processing device to said configuration server. 

16. The system of claim 12, wherein said second cryptographic services module 
further comprises at least one cryptographic algorithm for encrypting information transmitted 
from said configuration server to said transaction processing device. 

17. The system of claim 9, wherein said certificate manager is part of said 
configuration server. 

18. The system of claim 9, wherein said configuration server further comprises: 
a security services module, wherein said security services module extracts a public 

key of said transaction processing device from said certificate of said transaction processing 
device to authenticate said transaction processing device. 

19. The system of claim 18, wherein said cryptography services module signs a 
hash of configuration data about said transaction processing device retrieved from a database 
services module of said configuration server with a private key of the configuration server. 

20. The system of claim 19, wherein said signed configuration data is encrypted 
with said extracted public key of said transaction processing device and transmitted to said 
transaction processing device over said public communications network. 

21 . The system of claim 19, wherein said signed configuration data is transmitted 
to said transaction processing device over said public comminations network. 
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22. The system of claim 20, further comprising: 

a web server for presenting a web based user interface to a user of said transaction 
processing device, wherein said user can update configuration data stored on said 
configuration server via said web based user interface. 

23 . The system of claim 22, wherein said web server comprises a user 
authentication module for verifying said user of said transaction processing device. 
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24. A method for remotely providing updated configuration information related to 
a subscriber account to one or more transaction processing devices from a remote server, 
comprising the steps of: 

allowing a subscriber to access a configuration web site of a provider of said 
subscriber account; 

allowing said subscriber to select at least one transaction processing device associated 
with said subscriber account to be provided with configuration information; 

receiving updated configuration information about said selected transaction 
processing device; 

receiving authorization to provide said updated configuration information to said 
selected transaction processing device; and 

remotely providing said updated configuration information to said selected transaction 
processing device. 

25. The method of claim 24, wherein said allowing access step comprises the step 

of: 

verifying a username and a password of said subscriber to authenticate said 
subscriber. 

26. The method of claim 25, wherein said allowing selection step comprises the 
steps of: 

presenting said subscriber with a list of one or more transaction processing devices 
associated with said subscriber account; and 

allowing said subscriber to select at least one transaction processing device from said 
list of transaction processing devices. 

27. The method of claim 26, further comprising: 

presenting said subscriber with stored configuration information about said selected 
transaction processing devices. 
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28. The method of claim 27, wherein said receiving updated configuration 
information step comprises the step of: 

allowing said subscriber to select one or more items from a list of items. 

29. The method of claim 28, wherein said list of items includes a list of a plurality 
of services and a list of a plurality of software modules. 

30. The method of claim 27, wherein said receiving updated configuration 
information step comprises the step of: 

allowing said subscriber to directly update configuration information by adding 
additional information about said subscriber. 

3 1 . The method of claim 27, wherein said receiving updated configuration 
information step comprises the step of: 

allowing said subscriber to directly update configuration information by changing 
existing information. 

32. The method of claim 24, wherein said updated configuration information 
includes information selected from the group consisting of said subscriber's logo, said 
subscriber's business name, said subscriber's address, said subscriber's telephone number, 
said subscriber's Uniform Resource Locator, said subscriber's fax number, said subscriber's 
email address and said selected transaction processing device's moniker. 

33 . The method of claim 27, wherein said receiving authorization step further 
comprises the steps of: 

allowing said subscriber to confirm said selected transaction processing devices to be 
provided with configuration information. 
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34. The method of claim 33, wherein said remotely providing step comprises the 
steps of: 

initiating communication with said confirmed transaction processing devices; 
authenticating said confirmed transaction processing devices; 
authenticating said remote server; and 

providing said updated configuration information to said confirmed transaction 
processing devices. 
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35. A method for remotely configuring a transaction processing device, 
comprising the steps of: 

authenticating said transaction processing device by a configuration server; 
authenticating said configuration server to said transaction processing device, if said 
5 configuration server includes configuration data about said transaction processing device; 

providing said configuration data to said transaction processing device by said 
configuration server; 

storing said provided configuration data by said transaction processing device; 
receiving by said configuration server an acknowledgment from said transaction 
10 processing device; and 

storing said received information including said configuration data by said 
configuration server. 

36. The method of claim 35, wherein said authenticating said transaction 
processing device step comprises the steps of: 

initiating a connection with a communication network by said transaction processing 

device; 

5 encrypting an identifying token by said transaction processing device utilizing a 

private key of said transaction processing device; 

transmitting said encrypted identifying token via said communication network to said 
configuration server; and 

decrypting said received identifying token by said configuration server utilizing a 
1 0 public key of said transaction processing device. 
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37. The method of claim 36, wherein said authenticating said configuration server 
step comprises the steps of: 

encrypting an identifying number of said configuration server by said configuration 
server utilizing a private key of said configuration server; 
5 transmitting said encrypted identifying number via said communication network to 

said transaction processing device; and 

decrypting said received identifying number by said transaction processing device 
utilizing a public key of said configuration server. 

38. The method of claim 37, wherein said step of providing configuration data 
comprises the steps of: 

encrypting at least a portion of said configuration data by said configuration server; 

and 

5 transmitting said encrypted configuration data to said transaction processing device. 

39. The method of claim 38, wherein said step of storing said provided 
configuration data further comprises the steps of: 

verifying by said transaction processing device that it is the intended recipient of said 
received encrypted configuration information; and 
5 verifying by said transaction processing device that the received encrypted 

information was sent by said configuration server. 

40. The method of claim 35, wherein said transaction processing device is a point- 
of-sale terminal. 
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A System and Method for Secure Provisioning and Configuration Of A Transaction 
Processing Device 

ABSTRACT OF THE DISCLOSURE 
The present invention discloses a transaction processing device capable of secure 
communication over a public network or a private network. In a preferred embodiment, the 
device is capable of performing various transactions. In the preferred embodiment the system 
which enables secure transaction processing over a communications network includes a 
transaction processing device, configured as a standalone transaction processing terminal, 
capable of secure provisionging and/or configuration over a public network, for example, the 
Internet. The preferred embodiment transaction processing device is useful for both SOHO 
type businesses and large businesses. 
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COMBINED DECLARATION AND POWER OF ATTORNEY 

(ORIGINAL, DESIGN, NATIONAL STAGE OF PCT, SUPPLEMENTAL, DIVISIONAL, 
CONTINUATION, OR C-I-P) 

As a below named inventor, I hereby declare that: 

TYPE OF DECLARATION 

This declaration is of the following type: 

original, 
design, 
supplemental. 

national stage of PCT. 

divisional, 
continuation. 

continuation-in-part (C-I-P). 

INVENTORSHIP IDENTIFICATION 

My residence, post office address and citizenship are as stated below, next to my name. I believe that I 
am the original, first and sole inventor (if only one name is listed below) or an original, first and joint 
inventor (if plural names are listed below) of the subject matter that is claimed, and for which a patent 
is sought on the invention entitled: 

TITLE OF INVENTION 

a system and method for secure provisioning and configuration of a transaction 
Processing Device 

SPECIFICATION IDENTIFICATION 

The specification of which: 

(a) is attached hereto. 

(b) □ was filed on , as □ Serial No. 0 / 

n and was amended on 

(c) □ was described and claimed in PCT International Application No. _ 

on 

and as amended under PCT Article 19 on 

any). 



□ 
□ 

□ 

□ 
□ 
□ 



or 

(if applicable). 
filed 

(if 
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SUPPLEMENTAL DECLARATION (37 CFR 1.67(b)) 

□ I hereby declare that the subject matter of the 

□ attached amendment 

□ amendment filed on . 



was part of my/our invention and was invented before the filing date of the original application, 
above identified, for such invention. 

ACKNOWLEDGMENT OF REVIEW OF PAPERS AND DUTY OF CANDOR 

I hereby state that I have reviewed and understand the contents of the above-identified 
specification, including the claims, as amended by any amendment referred to above. 

I acknowledge the duty to disclose information, which is material to patentability as defined in 
37, Code of Federal Regulations, § 1.56, 

0 in compliance with this duty, there is attached an information disclosure statement, in 
accordance with 37 CFR 1.98. 

PRIORITY CLAIM (35 U.S.C. § 119(a)-(d)) 

1 hereby claim foreign priority benefits under Title 35, United States Code, § 1 19(a)-(d) of any 
foreign application(s) for patent or inventor's certificate or of any PCT international application(s) 
designating at least one country other than the United States of America listed below and have also 
identified below any foreign application(s) for patent or inventor's certificate or any PCT international 
application(s) designating at least one country other than the United States of America filed by me on the 
same subject matter having a filing date before that of the application(s) of which priority is claimed. 

(d) no such applications have been filed. 

(e) □ such applications have been filed as follows. 



PRIOR FOREIGN/PCT APPLICATION(S) FILED WITHIN 12 MONTHS 
(6 MONTHS FOR DESIGN) PRIOR TO THIS APPLICATION 
AND ANY PRIORITY CLAIMS UNDER 35 U.S.C. § 119(a)-(d) 



Country 
(Or Indicate If 

PCT) 


Application 
Number 


Date of Filing 
Day, Month, Year 


Priority Claimed 
under 35 Use 119 








[ ]Yes 


[ ]No 








[ ]Yes 


[ ]No 








[ ] Yes 


[ ]No 
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CLAIM FOR BENEFIT OF PRIOR U.S. PROVISIONAL APPLICATION(S) 
(35 U.S.C.§ 119(e)) 

I hereby claim the benefit under Title 35, United States Code, § 119(e) of any United States 
provisional application(s) listed below: 

PROVISIONAL APPLICATION NUMBER FILING DATE 

/ 

/ 

/ 



CLAIM FOR BENEFIT OF EARLIER U.S./PCT APPLICATION(S) 
UNDER 35 U.S.C. § 120 

□ I hereby claim the benefit under Title 35, United States Code § 120 of any United States 
application(s) or § 3 65(b) of any PCT international application designating the United States of America, 
listed below and, insofar as the subject matter of each of the claims of this application is not disclosed 
in the prior U.S. or PCT international application in the manner provided by the first paragraph of Title 
35, U.S.C. § 1 12, 1 acknowledge the duty to disclose material information as defined in Title 37, Code 
of Federal Regulations § 1 .56(a) which occurred between the filing date of the prior application and the 
national or PCT international filing date of this application. 



Application Serial 


Filing Date 


Status 




















ALL FOREIGN APPLICATION(S), IF ANY, FILED MORE THAN 12 MONTHS 
(6 MONTHS FOR DESIGN) PRIOR TO THIS U.S. APPLICATION 



POWER OF ATTORNEY 

I hereby appoint the following practitioner(s) to prosecute this application and transact all 
business in the Patent and Trademark Office connected therewith: 

David H. Tannenbaum, Reg. No. 24,745; 
Michael A. Papalas, Reg. No. 40,381; 
R. Ross Viguet, Reg. No. 42,203; 
Michael J. Fogarty, III, Reg. No. 42,541; 
Jody Bishop, Reg. No. 44,034; and 
Thomas J. Meaney, Reg. No. 41,990. 
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SEND CORRESPONDENCE TO 



DIRECT TELEPHONE CALLS TO: 



David H. Tannenbaum 
FULB RIGHT & JAWORSKI L.L.P. 
2200 Ross Avenue, Suite 2800 
Dallas, Texas 75201. 



David H. Tannenbaum 
(214) 855-8333 



DECLARATION 



I hereby declare that all statements made herein of my own knowledge are true and that all 
statements made on information and belief are believed to be true; and further that these statements were 
made with the knowledge that willful false statements and the like so made are punishable by fine or 
imprisonment, or both, under Section 1001 of Title 18 of the United States Code, and that such willful 
false statements may jeopardize the validity of the application or any patent issued thereon. 



NOTE: Carefully indicate the family (or last) name, as it should appear on the filing receipt and all other document. 

Full name of sole or first inventor: Manish Desai 



SIGNATURE(S) 



Inventor's signature :_ 





Country of Citizenship: India 

Residence: 4731 Cairnsean St., Houston, Texas 77346 



Post Office Address: 4731 Cairnsean St., Houston, Texas 77346 




Country of Citizenship: U.S.A. 

Residence: 19402 Flaxwood Dr., Humble, Texas 77346 



Date: 



Post Office Address: 19402 Flaxwood Dr., Humble, Texas 77346 
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Applicant or Patentee: Manish Desai; Mohammad Husain 
Serial or Patent No.: 
Filed or Issued: 

For: A SYSTEM AND METHOD FOR SECURE PROVISIONING AND CONFIGURATION OF A 
TRANSACTION PROCESSING DEVICE 



VERIFIED STATEMENT (DECLARATION) CLAIMING SMALL ENTITY 
STATUS (37 CFR 1.9(f) and 1.27(b))— INDEPENDENT INVENTOR 

As a below named inventor, I hereby declare that I qualify as an independent inventor as defined in 37 CFR 1.9(c) for 
purposes of paying reduced fees under Section 41(a) and (b) of Title 35, United States Code, to the Patent and Trademark 
Office with regard to the invention entitled A SYSTEM AND METHOD FOR SECURE PROVISIONING AND 
CONFIGURATION OF A TRANSACTION PROCESSING DEVICE 

described in 

the specification filed herewith. 

□ application serial no. 0 / , filed . 

□ patent no. , issued . 

I have not assigned, granted, conveyed or licensed and am under no obligation under contract or law to assign, grant, convey 
or license, any rights in the invention to any person who could not be classified as an independent inventor under 37 CFR 
1.9(c) if that person had made the invention, or to any concern which would not qualify as a small business concern under 
37 CFR 1.9(d) or a nonprofit organization under 37 CFR 1.9(e) 

Each person, concern or organization to which I have assigned, granted, conveyed, or licensed or am under an obligation 
under contract or law to assign, grant, convey, or license any rights in the invention is listed below: 

n no such person, concern or organization 

13 persons, concerns or organizations listed below: 

Commerciant Corporation 

7322 Southwest Freeway, Suite 1820 

Houston, TX 77074 

I acknowledge the duty to file, in this application or patent, notification of any change in status resulting in loss of entitlement 
to small entity status prior to paying, or at the time of paying, the earliest of the issue fee or any maintenance fee due after 
the date on which status as a small entity is no longer appropriate. (37 CFR 1 .28(b). 

I hereby declare that all statements made herein of my own knowledge are true and that all statements made on information 
and belief are believed to be true; and further that these statements were made with the knowledge that willful false 
statements and the like so made are punishable by fine or imprisonment, or both, under Section 1 00 1 of Title 1 8 of the United 
States Code, and that such willful false statements may jeopardize the validity of the application, any patent issuing thereon, 
or any patent to which this verified statement is directed. 

Name of Inventor: Mohammad Husain 

Signature of MVentor 
Date ' 
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